
Classic/Value Series RTH Mirrors
Assembly & Installation Instructions

What’s included with your order:
If anything is missing, please call 877-739-1169. T-Bolts, 
T-Bolt Anchors, and Hangrail come per mirror.

Tools required:
• Damp rag • Hammer • Drill with 1/4” bit • Phillips head screwdriver • Level 

Security Wrench x 1
(per order)

Hangrail x 1T-Bolts x 2 T-Bolt Anchors x 2
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Step One
Inspect for defects prior to installation.

Step Four
Install the provided blue wall anchors at the center of 
the indentations made by the security brackets using a 
1/4” drill bit. Insert the T-Bolt into the wall anchor, leaving 
approximately 3/8” of the bolt protruding from the wall and 
ensuring it is in a horizontal position. Ensure no threads 
are visible. Place the frame back onto the wall, allowing the 
T-Bolt to enter the security bracket.

Using the provided security wrench, reach behind the frame 
to locate the T-Bolt. Turn the T-Bolt 90 degrees to lock the 
frame securely onto the wall.

Installation

Step Two
Mount the additional hangrail on the wall at the desired 
height, ensuring the screw holes are facing downward and 
the cleat is facing upward. Use wall anchors if necessary.

For optimal support, attach the frame to one or more wall studs.
If no stud is available, use wall anchors.

Note: Screws and anchors for wall installation 
are not provided; please supply your own.

Step Three
Hang the frame on the wall by interlocking the hangrails. With the 
frame hanging on the wall and level, apply slight pressure to the 
bottom of the frame where the security brackets are installed. DO 
NOT PRESS ON THE MIRROR. This slight pressure will create 
indentations on the wall, marking where the security bracket 
openings will rest. Remove the frame and set it aside.




